Lithio V 220 EP 00

FI

Lithiumpohjainen puoliliukas vaihteistovoiteluaine, joka
on tarkoitettu suljettujen hammas- ja kartiovaihteistojen
seka vierinta- ja liukulaakereiden voiteluun. Sita voidaan
kayttaa keskusvoitelujarjestelmissa.

- kestaa veden huuhtelua

- sisaltaa hapettumisenestoaineita

- sisdltaa EP-lisaaineita

- sisaltaa korroosionestoaineita

GB

Lithium-based semi-fluid gear grease designed for the
lubrication of enclosed gear and bevel gears, as well as
rolling and sliding bearings. Suitable for use in central
lubrication systems.

- resistant to water washout

- contains antioxidant additives

- contains EP additives

- contains anti-corrosion additives

Thickener lithium
Base fluid mineral
Texture smooth
Colour Visual brown
NLGI Class ASTM D 217 00
Dropping point IP 396 180°C
Base oil at 40 ASTM D 7152 220 cSt
Base oil at 100 ASTM D 7152 19 cSt
Penetration 60 strokes IS0 2137 400-430
Temperature range -30°C to 100°C
DIN 51502: GP0O0G-30 Art.no
ISO 6743-9: L-XCBEBOO 1112.040 - 5 kg

1112.070 - 18 kg
1112.090 - 180 kg

The information above is based on current production data and can vary within given tolerances. Temperature range is given as a guideline only.
Information and data can be changed without previous notification. This information replaces prior editions.

Kaikki tarvitsemasi voiteluaineet
samasta paikasta - Kranicilta!
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